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Chemical Seed Treater Type CT 05

The PETKUS Chemical Seed Treater CT 05 is used for chemical seed 
treating with liquid seed dressings. The main field of application is the 
continuous wet treatment of grain.

Advantages:

 � Continuous, reliable operation
 � Simple operation and handling
 � Precise dosing of the liquid seed dressing and  

prevention of incorrect treatment due to the integrated  
automatic checking devices

 � Homogenous treatment due to fine spraying of the seed  
dressing by the spraying disc and effective mixing  
in the secondary mixing unit

Description:

The seed is transported to the Chemical Seed Treating chamber over 
the inlet. There, the product is distributed in an even product veil by a 
rotating distribution disc.
The seed dressing is dosed by a metering pump on a spraying disc 
and evenly sprayed on the seed, creating a fine mist, and then brought 
in contact with the product veil.
After applying the seed dressing, the product is transported to the 
secondary mixing unit where an even and uniform distribution on the 
seeds is ensured.

Construction:

The Chemical Seed Treater consists of the product inlet, the chemical 
seed treating chamber with the distribution and spraying disc, the 
dosing unit with a pump and the secondary mixing unit. The drive is 
operated with a gear motor. 
The Chemical Seed Treater is controlled by a control cabinet with a 
touch panel.

Standard Equipment:

 � Bolted housing made of sheet steel
 � Chemical Seed Treating chamber with inlet
 � Dosing unit with a pump
 � Control cabinet with touch panel and control software
 � Secondary mixing unit
 � Drive motors
 � Sensors for monitoring and control
 � Rotary valve

Options:

 � Second pump
 � Aspiration system

1 - Inlet rotary seed valve
2 - Aspiration system
3 - Inlet hopper
4 - Seed distribution disc
5 - Spraying disc
6 - Secondary mixing unit 
     with a screw and outlet of seed1
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SPS - Touch panel, Standard equipment



A A

B B

C C

D D

1

1

2

2

3

3

4

4

5

5

6

6

24.03.2011 S.B.

 

1:10

 
Maßblatt - Beizer CT1-10

1 
A2

NameÄnder./Revision Datum

D-99848 Wutha-Farnroda
Röberstr. 8

Web: http://www.petkus.de
Phone: +49(0) 36921 - 98-0

Index

Zeichnungsnummer/Drawing Number

Zul. Abweichung

Ers. für:

Benennung/DescriptionDatum
Bearb.

Name

Blatt/
Sheet

Ers. durch:

CT111-0000-000

PETKUS Technologie GmbH Oberfl. Maßstab/Scale Gewicht/Weight
Werkstoff/Material

216,5

854

150 B

77
5,
46

150 B

17
47

,6
1

64
0,
25

20
5

35
2

40
0,
36

24
4

66
3

500

87
4

80
0

A A

B B

C C

D D

1

1

2

2

3

3

4

4

5

5

6

6

24.03.2011 S.B.

 

1:10

 
Maßblatt - Beizer CT1-10

1 
A2

NameÄnder./Revision Datum

D-99848 Wutha-Farnroda
Röberstr. 8

Web: http://www.petkus.de
Phone: +49(0) 36921 - 98-0

Index

Zeichnungsnummer/Drawing Number

Zul. Abweichung

Ers. für:

Benennung/DescriptionDatum
Bearb.

Name

Blatt/
Sheet

Ers. durch:

CT111-0000-000

PETKUS Technologie GmbH Oberfl. Maßstab/Scale Gewicht/Weight
Werkstoff/Material

216,5

854

150 B

77
5,
46

150 B

17
47

,6
1

64
0,
25

20
5

35
2

40
0,
36

24
4

66
3

500

87
4

80
0

A A

B B

C C

D D

1

1

2

2

3

3

4

4

5

5

6

6

24.03.2011 S.B.

 

1:10

 
Maßblatt - Beizer CT1-10

1 
A2

NameÄnder./Revision Datum

D-99848 Wutha-Farnroda
Röberstr. 8

Web: http://www.petkus.de
Phone: +49(0) 36921 - 98-0

Index

Zeichnungsnummer/Drawing Number

Zul. Abweichung

Ers. für:

Benennung/DescriptionDatum
Bearb.

Name

Blatt/
Sheet

Ers. durch:

CT111-0000-000

PETKUS Technologie GmbH Oberfl. Maßstab/Scale Gewicht/Weight
Werkstoff/Material

216,5

854

150 B

77
5,
46

150 B

17
47

,6
1

64
0,
25

20
5

35
2

40
0,
36

24
4

66
3

500

87
4

80
0

Chemical Seed Treater Type CT 05

Technical Data CT 05
Capacity (based on wheat) t/h 1 to 10
Electrical drives
Distribution disc kW 0.75
Secondary mixing unit kW 0.55
Rotary seed valve kW 0.37
Dosing of chemical liquid ml/100kg 150 - 800

Technical alteration reserved.
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